ZES - 540/550 W - HC182 MODEL

ZeS

MECHANICAL SPECIFICATIONS

M B B H C Module Dimensions 229512 x 113212 x 4221 mm
Weight 29 kg
M O N O FAC I A |_ Cell Type PERC Monofacial 182 x 91mm (144 pcs)
Front Glass 3.2 mm AR-Coated Tempered Glass
Frame Anodized Aluminum Alloy
Junction Box P68, 3 diodes - MC4 Compatible / Original MC4
54 O W - 5 5 O W Output Cables* 4.0 mm?, 1300mm
Maximum Static Load Front (Snow) 5400 Pa / Rear (Wind) 2400 Pa

* Output cable lengths must be specified at the order stage.
** Connector type must be specified at the order stage.

ZES - 540/550 W - HC182 MODELI

e ELECTRICAL CHARACTERISTICS

Designed with 182 mm STC Rated Power (Pmpp) 540 W 545 W 550 W
multi-busbar and half-cut cell sTC NOCT sTC NOCT sTC NOCT j
; <
technology, the high-efficiency A DG BP RPN DD W ol fa i o STC Maximum Power (Pmp) (W) 540 4104 245 414.2 550 419
Z | dules deli : Open-Circuit Voltage (Voc) (V) 4954 4613 49.68 4621 4990  46.67
es solar modules aeliver Short-Circuit Current (Isc) (A) 13.56 10.87 13.58 10.88 13.60 10.97
superior performance AT S TR S T ST SR 5 T G IR s R S 4 ‘ Maximum Power Voltage (Vmp) (V) 42.26 39.40 42.4 39.46 42.62 39.86
backed by Zes Solar’s ' ' i Maximum Power Current (Imp) (A) 12.82 10.48 12.89 10.51 13.00 10.52
¢ STC Module Efficiency (nm) (%) 20.79 20.98 2117
varantee.
g Power Tolerance (W) (0,+5)
Maximum System Voltage 1500 VDC 182
Maximum Overcurrent Protection 25A
STC: Irradiance 1000 W/m?, Cell Temperature 25°C, AM = 1.5 E“;“"“ge
NOCT: Irradiance 800 W/m’, Ambient Temperature 20°C, AM = 1.5, Wind Speed 1 m/s 10x10 mm
Grounding
Hole Q 4 mm
PACKAGING
Mounting Slot =
Pallet Dimensions (L x W x H) 2326%2 x 1145+2 x 1170 1 mm 18x9 mm Serial Number mm
Mountin -
Pallet Weight 830kg Shot 9 Sticker
] 0 —
M \ ! U Container 20°GP 40”HC
-~ - b ‘ ) = Modules per Pallet 27 27
- - CT 1 i
\ Pallets per Container 5 22

1135 mm
2295 mm#*2 mm

| |
g Q q % Modules per Container 135 594 = 1500 mm HIZ272.K -
5 TEMPERATURE CHARACTERISTICS Frame é §

o Temperature Coefficient of Pmax -0.311%/°C
o + 5 W 5 5 o w / 21 1 7 Temperature Coefficient of Voc -0.237 %/°C ljox;n?rg " 1084 mm=2 mm !
, p o , Temperature Coefficient of Isc +0.04 %/°C ° |
Operating Temperature -40~+85°C g
POSITIVE POWER MAKSIMUM MAKSIMUM POWER Nominel Opercting Cell Tempereture (NOCT) - 4542.C oG IE
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WARRANTY PERFORMANCE 200 W/m?

LINEER DEGRADATION WARRANTY 070 10 20 30 40 50 o 00 10 20 30 40 50 60
WAR RANTY VOLTAGE (V) VOLTAGE (V)
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